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to be inspected previous to shipment, and to ensure its
being thoroughly aerated before being packed, the specifi-
cation contained a clause to the effect that the bulk was to
be turned over twice before shipment, the evident Intention
of the writer of the specification being, that at least two
or three days should elapse between each turning. No
mention, however, of such an interval was made in the
specification, and therefore, when the manufacturers were
pressed for shipment, they simply had the bulk turned
over twice within a few hours and packed up at once.
It had been turned over according to the terms of the
specification !
In Appendix III, will be found a complete copy of
the third edition (second revised issue) of the Standard
Specification for Cement recommended by the Standards
Committee of the several British Engineering Institutions,
and published in 1910. In common with the first and
second editions, Issued in 1904 and 1907 respectively, it
follows somewhat closely the general lines laid down in
the author's suggested model specification, embodied in a
paper read before the Society of Engineers In 1903, and
also Included In this chapter in the earlier editions of this
work. The tensile strength is rather lower than in the
author's specification, and might be increased with advan-
tage, since it is considerably below the average of the best
brands of Portland Cement, as will be seen on reference
to p. 251, The test for soundness adopted, i.e, the
Le Chatelier boiling test, is unnecessarily severe, and
frequently condemns a good sound cement; the Faija
test, which is based on thirty years' practical observation,
equally safeguards the user, without needlessly rejecting a
sound constructive material,
For comparative purposes, the German Standard Rules
for the uniform delivery and testing of Portland Cement,